
oaxial Components Corp.631-244-1200 ·  866-COAXICOM (262-9426)
Fax: 631-244-2430

10 DaVinci Drive ·  Bohemia, NY ·  11716-2601
www.coaxicom.com

MCX CONNECTORS, IN-SERIES
ADAPTERS, MMCX CONNECTORS

 1209A-∗ 1237-∗
JACK-TO-JACK ADAPTER JACK-TO-JACK

BULKHEAD ADAPTER

1234-∗  1216-∗
PLUG TO PLUG ADAPTER PLUG-TO-JACK

ADAPTER

 1246EM-∗
SURFACE MOUNT JACK

 1246TM-∗
EDGE MOUNT JACK
PCB RECEPTACLE

 1263TM-∗
STRAIGHT BULKHEAD

PLUG RECEPTACLE

 1235-∗
SURFACE MOUNT
RIGHT ANGLE JACK

MCX IN-SERIES ADAPTERS

For MMCX PC Board mounting

MMCX INTERFACE DIMENSIONS

RECOMMMENDED
BULKHEAD

MOUNTING HOLE

HOLE PATTERN
FOR PC BOARD

MOUNTING

STRAIGHT CABLE PLUG RIGHT ANGLE CABLE PLUG STRAIGHT CABLE JACK STRAIGHT BULKHEAD JACK

1M229-XX-∗1M223-XX-∗1M222-XX-∗ 1M227-XX-∗
MMCX CONNECTORS FOR FLEXIBLE & SEMI RIGID CABLE

30

Jack

INTERFACE

Plug

Solder Type for Semi-Rigid or Ultra-Flex Cable Solder Type for Semi-Rigid or Ultra-Flex CableSolder Type for Semi-Rigid or Ultra-Flex Cable Solder Type for Semi-Rigid or Ultra-Flex Cable




