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STRAIGHT CABLE PLUG

1422-XX-∗
STRAIGHT CABLE PLUG

1222-XX-∗
RIGHT ANGLE CABLE PLUG

1426-XX-∗
RIGHT ANGLE CABLE PLUG

1227-XX-∗

STRAIGHT CABLE JACK

1423-XX-∗ 1223-XX-∗ 1429-XX-∗
BULKHEAD CABLE JACK

XX - SEE NOTE ON SPECIFICATION SHEET FOR CABLE GROUPS, MATERIAL, FINISH CODES AND MOUNTING HOLE SIZE;
      -1 indicates gold plating, -7 indicates nickel plating.

1246-∗
STRAIGHT JACK
FOR P.C. BOARD

∗

RIGHT ANGLE JACK
FOR P.C.BOARD

1263-∗
STRAIGHT PLUG
FOR P.C. BOARD

RIGHT ANGLE PLUG
FOR P.C. BOARD

1230-∗

MCX CONNECTORS FOR FLEXIBLE AND
SEMI-RIGID CABLE & PRINTED CIRCUIT BOARDS

1229-XX-∗
BULKHEAD CABLE JACKSTRAIGHT CABLE JACK

1231-∗

RECOMMENDED
BULKHEAD

MOUNTING HOLE

HOLE PATTERN FOR
PCB MOUNTING

JackPlug

INTERFACE

MCX INTERFACE DIMENSIONS

29

Crimp Type for Flexible Cable Solder Type for Semi-Rigid or Ultra-Flex Cable Crimp Type for Flexible Cable For Semi-Rigid or Ultra-Flex Cable

Crimp Type for Flexible Cable Solder Type for Semi-Rigid or Ultra-Flex Cable Crimp Type for Flexible Cable Solder Type for Semi-Rigid or Ultra-Flex Cable




