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6M230-∗

6M230TM-∗

6M231TM-∗

6M230BTM-∗

STRAIGHT FEMALE PLUG
RECEPTACLE

STRAIGHT FEMALE
PLUG RECEPTACLE

STRAIGHT MALE
P.C. BOARD RECEPTACLE

STRAIGHT MALE
P.C. BOARD RECEPTACLE

STRAIGHT MALE
P.C. BOARD RECEPTACLE

STRAIGHT MALE
P.C. BOARD RECEPTACLE

RIGHT ANGLE MALE
P.C. BOARD RECEPTACLE

 RIGHT ANGLE MALE
P.C. BOARD RECEPTACLE

RIGHT ANGLE MALE P.C.
BOARD JACK RECEPTACLE

RIGHT ANGLE MALE P.C.
BOARD JACK RECEPTACLE

STRAIGHT MALE P.C.
BOARD JACK RECEPTACLE

STRAIGHT MALE P.C.
BOARD JACK RECEPTACLE

STRAIGHT MALE P.C.
BOARD JACK RECEPTACLE

STRAIGHT MALE P.C.
BOARD JACK RECEPTACLE

RIGHT ANGLE MALE P.C.
BOARD JACK RECEPTACLE

RIGHT ANGLE MALE P.C.
BOARD JACK RECEPTACLE

SSMB BULKHEAD MOUNTED &
P.C. BOARD RECEPTACLES

6M238T-∗ 6M117T-∗ 6M230SL-∗

6M231-∗6M230EM-∗ 6M231SL-∗

6M231EM-∗ 6M230B-∗ 6M230BSL-∗

6M230BEM-∗ 6M902-∗  6M902SL-∗

Front Mount
.093” Max Panel Thickness Standoff Legs

Recessed Mount
.200” Max Panel Thickness

Top Mount Edge Mount Standoff Legs

Top Mount
Standoff Legs

.125” Max Panel Thickness

Standoff Legs
.125” Max Panel Thickness

Top Mount
.125” Max Panel Thickness

Edge Mount
.125” Max Panel Thickness

Edge Mount .125” Max Panel Thickness

.125” Max Panel Thickness

43

XX SEE NOTE ON SPECIFICATION SHEET FOR CABLE GROUPS, MATERIAL, FINISH CODES AND MOUNTING HOLE SIZE
PRE-TINNED LEGS AND CONTACTS AVAILABLE BY ADDING SUFFIX “P” TO PART NUMBER (i.e., 6230P-1)

∗ 1 - indicates gold plating, 7 - indicates nickel




